


TECHNICAL SPECIFICATION 

MICROPLATE TYPES 

96/48 well plate 

WAVELENGTH RANGE 

400nm~850nm 

READING RESOLUTION 

0.001A 

PRINTER 

Built in Thermal printer. 
Optional External 

PHOTO DECTOR 

Silicon Photodiode 

STANDARD FILTERS 

405, 450, 492, 630nm & 4  

LIGHT SOURCE 

8v/80w controlled tungsten 
halogen lamp  

STABILITY 

+_0.0003A 

SHANKING  

Line Shanking, 3 speeds 

ACCURACY 

+_0.008A 

READING RANGE  

0.000~4.000A 

READING SPEED 

Single wavelength <_3s; 
Double wavelength <_0.6s 

REPRODUCIABLITY 

<_0.20% 

INTERFACE CONNECTIONS 

2Xusb, 1x Rs232, Ps2 Mouse 

GBLISA-R 
RAPID MICROPLATE READER 

Genuine Biosystem Pvt ltd  

Factory  
Plot No. 97 & 98, Kattabomman street, Parvathy Nagar Extension, Old Perungalathur, 
Chennai 63, India. 

Sales 
Plot No. 54, Kambar Street, 1st & 2nd Floor, Parvathy Nagar, Old Perungalathur, Chennai 
600063, TN (India). 

sales@genuinebiosystem.com | export@genuinebiosystem.com 

+91 9003039750 |9677126493| 9677235540 +91 – 44 - 48681845 

Technical Specifications Subject To Change Without Prior Notice.  

USER FRIENDLY AND EASY TO PROGRAMME 

POWER SUPPLY 

100-240v, 50-60Hz 

DIMENSION/WEIGHT 

460 x 350 x 197 mm & 
8kg  


